ULDR Settings Readme V1.1
Revisions

	REV
	Description
	Date
	Author

	1.0
	First draft
	04/22/07
	Chandan

	1.1
	Added Notes 5 & 6
	7/11/08
	Chandan

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


1. Steps to be followed for Image update without AC power:

1. Copy the file "ULDRSETTINGS.CFG" to the folder where StartUpdLdr.exe is located on the device. Normally it is located in either in the Temp folder (of the device i.e., \Temp) or Root folder on Storage Card(i.e., \Storage Card).

2. "ULDRSETTINGS.CFG" contains a flag "AllowUpdateOnBattery"

3. The flag "AllowUpdateOnBattery" set to 1 would allow Image update to continue on battery provided Battery life is more than 90%.Example 

AllowUpdateOnBattery = 1

4. Setting the flag "AllowUpdateOnBattery" to zero would not allow Imageupdate to continue. Update warning splash screen would be displayed.

2. To set PagePool size of OS.

We can set the PagePool size of the OS by specifying its entry in the following format.

PagePoolSize = xxxxxxxx where xxxxxxxx represents the value in decimals. The default size is 4.5 MB.

Example: PagePoolSize = 4194304 sets the PagePool size as 4MB (which is 4 * 1024 * 1024) in decimals.
3. To set RAMDISK size of OS.

The RAMDISK size of the OS (which appears as a folder named Cache Disk in the root of the device) can be set by specifying its entry in the following format.

RamDisk_Size = xxxxxxxx where xxxxxxxx represents the value which is the size of the RAMDISK in MB). A value of “0” specifies that the user doesn’t want to have RAMDISK installed in the OS. The default size is 4 MB.

Example: RamDisk_Size = 4194304 sets the size as 4MB (which is 4 * 1024 * 1024) in decimals.

4. To set the RAMDISK data persistent across warmboots
The flag “RamDisk_RetainDataThroughWarmBoot” should be set as “1”.

Example: RamDisk_RetainDataThroughWarmBoot = 1.
Notes:

1. "ULDRSETTINGS.CFG" is not required if Image Update is being run on AC Power.
2. The parameters are to be entered as shown in the blue bold entries above. Care has to be taken to enter the values with one space between each fields including “=”. Only decimal exact values should be entered.

3. If the parameters for the #2, #3 and #4 are not entered in the cfg file, the default values will be loaded.

4. When the user sets up “RamDisk_RetainDataThroughWarmBoot” in the cfg file during Clean Boot, he need not do any further coldboot/warmboot to setup “RetainDataThroughWarmBoot” feature. The folder “\Cache disk” is already setup to be persistent across warmboots.

5. To verify Paging Pool size on the terminal, please run the tool “DevHealth.exe” on the terminal. Once it is executed, a log file called mem_x.txt (x = 1 if the tool has been run once. If it is run second time, a new log called mem_2.txt will be created) is created in \Application folder. This log contains the value of the page pool size (look for the name ‘Paging Pool’).
6. To verify Cache Disk size: Go to Start\Settings\System\Memory\Storage Card tab. Click on the drop-down box and select ‘Cache Disk’. If Cache disk is enabled, and its size is not modified, a default value of ~4MB will be seen as its size.
